
     
     
      5/8"              ---                             50’                                125                            n/a                       n/a                   n/a                             ORGH058050
        1"              1.50”                         100’               200                            800                       4“                     .60                                   CH 100                
    1-1/4"          1.77”                         100’               150                            800                       6“                     .70                                   CH 125                   
    1-1/2"          2.05”                         100’               150                            600                       7“                     .85                                   CH 150                   
       2"               2.60”                         100’                150                            600                      10“                  1.10                                   CH 200  
    2-1/2"          3.17”                         100’                 150                            600                      17“                  1.90                                   CH 250                  
       3"               3.75”                         100’                150                            600                      15“                   300                                   CH 300 
       4"               4.75”                         100’                 150                            600                      20“                   400                                   CH 400                   
         4"             4.72”                         100’                200                            800                      10“                  1.10                               UHMW 400                   
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• Temp Range: -40° F to +180° F
• Cover: Black Rubber/PVC Blend
• Tube: n/a
• Reinforcement:  n/a
• Safety Factor:  n/a
• Branding: 

TECHNICAL  DATA:

INDUSTRIAL RUBBER

FEATURES & APPLICATIONS:
• Octagonal shape for reduced kinking 

• Oil resitant jacket

RUBBER/PVC BLEND

HOSES

RUBBER GARDEN HOSE
OCTAGON BLACK    
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