
     
     
     1-1/2"          2.01”                        50’                               200                            600                      ---                    .79                                  ODH 150
        2"              2.48”                         50’                               200                            600                      ---                    .93                                  ODH 200                
        3"              3.50”                         50’                               200                            600                      ---                   1.39                                  ODH 300                   
        4"              4.65”                         50’                 200                            600                      ---                   2.29                                  ODH 400                   
    1-1/2"          1.97”                         50’                               300                            900                      10“                  .71                                   TEA 150  
        2"               2.52”                    50‘ / 100’                300                            900                      14“                1.01                                   TEA 200                  
    2-1/2"          3.04”                         50’                 300                            900                      17“                1.24                                   TEA 250 
         3"             3.51”                         50’                               300                            900                      20“                1.51                                   TEA 300                   
         4"             4.67”                         50’                               300                            900                      25“                2.80                                  TEA 400                   
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• Temp Range: -22° F to +212° F
• Cover: Red, CR/NBR
• Tube: CR/NBR
• Reinforcement: High tensile textile fabric; steel wire helix; anti-static   
  copper wire
• Safety Factor: 3:1 min
• Branding: 

TECHNICAL  DATA:

INDUSTRIAL RUBBER

FEATURES & APPLICATIONS:
• Designed for handling gasoline, diesel 
fuels, oil sludge, fuel oils & other petroleum 
products.

• It is a flexible & easy handling petroleum 
discharge hose complete with built-in-
anti-static wire.

RED NITRILE BLEND

HOSES

OIL DISCHARGE
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Information contained on  this page is for general information purposes only.   Seal Fast Inc. assumes no responsibility for errors or omissions for this product.


