
     
     
        2"                2.6”                100’          100                       300                       4“                     70                       29                                  HDPS 200                 
       3"                3.7”                100’          100                       300                       6“                   113                       29                                  HDPS 300                
       4"                4.7”           40‘ / 100’             80                       240                       7“                   174                       29                                  HDPS 400                 
        6"                7”             20‘ / 25’ / 100’             70                       210                      10“                  388                       29                                  HDPS 600                   
        8"                9”             20‘ / 25’ / 40’                 60                       180                      16“                  554                       28                                  HDPS 800              
    1-1/4"              ---                           100’               300                            600                      ---                    0.813                                SFAH 125R                  
    1-1/2"             ---                           100’               300                            600                      ---                    1.123                                SFAH 150R
        2"                 ---                           200’                              300                            600                      ---                    1.22                            SFAH 200R                   
         4"             4.72”                         100’                200                            800                      10“                  1.10                               UHMW 400                   
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THERMOPLASTIC

HOSES

• Temp Range: -13° F to +140° F
• Cover: Clear PVC
• Tube: Clear PVC
• Reinforcement: Polyester Braid w/Ridgid Orange PVC Helix
• Safety Factor: 3:1 min
• Branding: 

TECHNICAL  DATA:

FEATURES & APPLICATIONS:
• Heavy-Duty PVC Suction & Discharge 
hose designed for applications requiring 
combined vacuum & higher working 
pressures. Excellent for use as a fish 
suction hose & rental /construction  
    pumping.
  

WATER - SERIERS HDPS
HEAVY DUTY PVC SUCTION
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Information contained on  this page is for general information purposes only.   Seal Fast Inc. assumes no responsibility for errors or omissions for this product.


