
     
     
      1/4"          0.500”                        300’                              300                            900                       3“                     .9                                   PH025
      3/8"          0.625”                        300’                              300                            900                       4“                     .12                                   PH038                
      1/2"          0.750”                        300’                              300                            900                       6“                     .15                                   PH050                   
    1-1/2"          2.05”                         100’               150                            600                       7“                     .85                                   CH 150                   
       2"               2.60”                         100’                150                            600                      10“                  1.10                                   CH 200  
    2-1/2"          3.17”                         100’                 150                            600                      17“                  1.90                                   CH 250                  
       3"               3.75”                         100’                150                            600                      15“                   300                                   CH 300 
       4"               4.75”                         100’                 150                            600                      20“                   400                                   CH 400                   
         4"             4.72”                         100’                200                            800                      10“                  1.10                               UHMW 400                   
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• Temp Range: -20° F to +176° F
• Cover: Neoprene
• Tube: Black NBR
• Reinforcement: Braided Polyester
• Safety Factor: 3:1 min
• Branding: 

TECHNICAL  DATA:

INDUSTRIAL RUBBER

FEATURES & APPLICATIONS:
• A multi-purpose air & water hose 
designed for use with Push-On fittings, 
requiring no type of clamping.

• This oil resistant hose is excellent for use 
with air tools, mild chemicals & various 
petroleum products.

BLACK NEOPRENE / NBR

HOSES

PUSH-ON 
AIR HOSE
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