
     
     
      8"                8.82”                         20’                                100                            300                       48“                  8.43                                WS 800 20
        1"              1.50”                         100’               200                            800                       4“                     .60                                   CH 100                
    1-1/4"          1.77”                         100’               150                            800                       6“                     .70                                   CH 125                   
    1-1/2"          2.05”                         100’               150                            600                       7“                     .85                                   CH 150                   
       2"               2.60”                         100’                150                            600                      10“                  1.10                                   CH 200  
    2-1/2"          3.17”                         100’                 150                            600                      17“                  1.90                                   CH 250                  
       3"               3.75”                         100’                150                            600                      15“                   300                                   CH 300 
       4"               4.75”                         100’                 150                            600                      20“                   400                                   CH 400                   
         4"             4.72”                         100’                200                            800                      10“                  1.10                               UHMW 400                   
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• Temp Range: -22° F to +180° F
• Cover: Black, EPDM rubber
• Tube: Black, EPDM rubber
• Reinforcement: High tensile textile fabric; steel wire helix
• Safety Factor: 3:1 min
• Branding: 

TECHNICAL  DATA:

INDUSTRIAL RUBBER

FEATURES & APPLICATIONS:
• Water suction & delivery hose, for full 
suction & high discharge pressures.

• Weather & Ozone resistant cover for long 
service life.

BLACK EPDM RUBBER

HOSES

EPDM WATER 
SUCTION CORRUGATED      
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