**TECHNICAL DATA:**

- **Composition:** Polymer: Ethylene-Propylene-diene
- **60 Duromete +/- 5**
- **Elongation:** MIN 300%
- **Tensile Strength:** MIN 800 psi

---

<table>
<thead>
<tr>
<th>Thickness</th>
<th>Width</th>
<th>Avg. Length</th>
<th>Lbs per Roll</th>
<th>Part #</th>
</tr>
</thead>
<tbody>
<tr>
<td>1/16”</td>
<td>48”</td>
<td>56’</td>
<td>100</td>
<td>CO-EPDM-2</td>
</tr>
<tr>
<td>1/8”</td>
<td>48”</td>
<td>29’</td>
<td>100</td>
<td>CO-EPDM-4</td>
</tr>
<tr>
<td>1/4”</td>
<td>48”</td>
<td>29’</td>
<td>100</td>
<td>CO-EPDM-8</td>
</tr>
</tbody>
</table>

**FEATURES & APPLICATIONS:**

- Excellent ozone, chemical, and aging resistance. Poor resistance to petroleum-based fluids.
- Great for outdoor applications. Ideal general purpose gasket material for air, hot & cold water, saturated steam, weather stripping vibration pads & mounts.

---

**EPDM SHEET**

**COMMERCIAL GRADE - BLACK**

- Excellent ozone, chemical, and aging resistance. Poor resistance to petroleum-based fluids.
- Great for outdoor applications. Ideal general purpose gasket material for air, hot & cold water, saturated steam, weather stripping vibration pads & mounts.

---

sales@sealfast.com  
800.231.0734  
sealfast.com  
5603 Harvey Wilson Drive, Houston, TX 77020

Information contained on this page is for general information purposes only. Seal Fast Inc. assumes no responsibility for errors or omissions for this product.