**TECHNICAL DATA:**

- **Composition:** Nitrial-Buna-N
- **Durometer:** 60 +/- 5
- **Elongation:** MIN 650%
- **Tensile Strength:** MIN 1200 psi

### FEATURES & APPLICATIONS:

- Excellent resistance to petroleum based fluids. Good physical properties. Food grade.
- It exhibits good abrasion resistance & handles oily & greasy food products.
- White Nitrile is formulated with FDA approved ingredients. It is non-toxic, non marking & non allergenic.

### NITRILE SHEET

**FDA - WHITE**

<table>
<thead>
<tr>
<th>Thickness</th>
<th>Width</th>
<th>Avg. Length</th>
<th>Lbs per Roll</th>
<th>Part #</th>
</tr>
</thead>
<tbody>
<tr>
<td>1/16&quot;</td>
<td>48&quot;</td>
<td>60’</td>
<td>100</td>
<td>WH-FDA-2-48</td>
</tr>
<tr>
<td>1/8&quot;</td>
<td>48&quot;</td>
<td>30’</td>
<td>100</td>
<td>WH-FDA-4-48</td>
</tr>
<tr>
<td>1/4&quot;</td>
<td>48&quot;</td>
<td>30’</td>
<td>100</td>
<td>WH-FDA-8-48</td>
</tr>
</tbody>
</table>

Information contained on this page is for general information purposes only. Seal Fast Inc. assumes no responsibility for errors or omissions for this product.