**NEOPRENE ROLL**

CLOTH INSERTED BLACK

**FEATURES & APPLICATIONS:**
- General application for meters, control devices, welding curtains, regulator, pumps & diaphragms.
- Suitable for use where petroleum, detergents & heavy oil resistance is required.
- Works well in environments where hot or cold water and gas are being conveyed.

**TECHNICAL DATA:**
- **Composition:** Cloth Inserted Neoprene
- **60 Duromete +/- 5**
- **Elongation:** MIN 250%
- **Tensile Strength:** MIN 600 psi

<table>
<thead>
<tr>
<th>Thickness</th>
<th>Width</th>
<th>Avg. Length</th>
<th>Lbs per Roll</th>
<th>Part #</th>
</tr>
</thead>
<tbody>
<tr>
<td>1/16”</td>
<td>48”</td>
<td>150’</td>
<td>295.5</td>
<td>CI-NE-2</td>
</tr>
<tr>
<td>1/8”</td>
<td>48”</td>
<td>75’</td>
<td>294.75</td>
<td>CI-NE-4</td>
</tr>
<tr>
<td>1/4”</td>
<td>48”</td>
<td>37”</td>
<td>288.97</td>
<td>CI-NE-8</td>
</tr>
</tbody>
</table>

Information contained on this page is for general information purposes only. Seal Fast Inc. assumes no responsibility for errors or omissions for this product.

sales@sealfast.com  800.231.0734  sealfast.com  5603 Harvey Wilson Drive, Houston, TX  77020