
     
     
        2"              2.87”                        100’                               100                           300                       2“                    .60                                 SFDF 200
        3"              3.87”                        100’                               100                           300                       5“                    .75                                 SFDF 300                
        4"              4.87”                    19 / 100’                100                           300                       6“                   1.06                                 SFDF 400                   
    1-1/4"          1.70”                         50’                 300                            900                       8“                   .60                                   TEA 125                   
    1-1/2"          1.97”                         50’                               300                            900                      10“                  .71                                   TEA 150  
        2"               2.52”                    50‘ / 100’                300                            900                      14“                1.01                                   TEA 200                  
    2-1/2"          3.04”                         50’                 300                            900                      17“                1.24                                   TEA 250 
         3"             3.51”                         50’                               300                            900                      20“                1.51                                   TEA 300                   
         4"             4.67”                         50’                               300                            900                      25“                2.80                                  TEA 400                   
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• Temp Range: -20° F to +140° F
• Cover: Nitrile
• Tube: Seamless black static conductive nitrile, 40% aromatic
• Reinforcement: Synthetic fabric multiple piles, PVC helix
• Safety Factor: 3:1 min
• Branding: 

TECHNICAL  DATA:

INDUSTRIAL RUBBER

FEATURES & APPLICATIONS:
• A lightweight petroleum drop & 
vacuum hose that is flexible & abrasion 
resistant. A static conductive tube 
assures no static buildup, plus the added 
protection of a continuous static wire.

• External PVC helix for abrasion resis-
tance w/Black static conductive nitrile tube.

• Static Grounding: Static Wire & Static 
Conductive

BLACK NEOPRENE / NITRILE (CORRUGATED)

HOSES

Seal Fast DROP FLEX 
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Information contained on  this page is for general information purposes only.   Seal Fast Inc. assumes no responsibility for errors or omissions for this product.


